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x Charging/discharging
power up to 20.16 kW

x Flexibly scalable

@ Safety
x 15 years warranty at 11,000

charging cycles
x Prismatic lithium-iron
phosphate-cells

COMPATIBILITY WITH"

* See compatibility list for the respective country of installation.



DATA SHEET

BATTERY

MODEL
Battery Model 1K5-BAT-5200-L2  TK5-BAT-5200-L3  1K5-BAT-5200-L4  TK5-BAT-5200-L5  1K5-BAT-5200-L6  1K5-BAT-5200-L7
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ELECTRICAL CHARACTERISTICS

Battery Type LiFePO4 Prismatic Cell

Battery Module 1x 1K5-BAT-5200-M  1x1K5-BAT-5200-M 1xT1K5-BAT-5200-M 1x1K5-BAT-5200-M 1x1K5-BAT-5200-M 1xT1K5-BAT-5200-M
1x TK6-BAT-5200-S  2x1K5-BAT-5200-S 3x1K5-BAT-5200-S 4x1K5-BAT-5200-S 5x1K5-BAT-5200-S 6x 1K5-BAT-5200-S

Useful Capacity [kWh] 10.4 20.8 26 31.2 36.4

Nominal Voltage [V] 115.2 230.4 288 345.6 403.2

Operating Voltage [V] 104.4 ~131.4 208.8 ~262.8 261.0~328.5 313.2~394.2 365.4 ~ 459.9

Max. Charge/Discharge Current[A] 50

Peak Discharge Current [A] 65 @60sec

Battery Pack Round-Trip

Efficiency [ %] >95

Communication CAN

Display

CS: LED=1,CM: LED=6

Scalability

OPERATING CONDITIONS

Max. 7 Modules in Series

Installation Location

Outdoor/ Indoor (Stand)

Operating Temperature [°C]

Charge: 0~55 Discharge: -10~55

Operating Temperature [°C]
(active warm up function, optional)

Charge: -25~55 Discharge: -25 ~55

Storage Temperature [°C]

-20~55

Cooling method

Natural Convection

Humidity [ %]

5~95(No Condensing)

Altitude [m]

Max. 3,000

Warranty?

MECHANICAL CHARACTERISTICS

Up to 15 years @11,000 charging cycles

Dimensions(WxHxD)[mm] 660x420x360 660x730x=360 660x885x360 660x1,040x360 660x1,195x%360
Weight [kg] 111.2 211.2 261.2 311.2 361.2
CERTIFICATES

Safety IEC 62619

EMC IEC61000-6-1/2/3/4

Transportation UN38,3

Ingress Protection P65

1 Between 0 °C and +15 °C, the charge and discharge power is reduced stepwise. Below 3 °C, a minimum state of charge is maintained to prevent deep discharge.

2 See warranty terms and conditions.
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